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ScanPlus 1800 _ RS232C

ScanPlus 1800 _ RS232C 

기본 셋업

RS-232 - standard RS-232 C (9600, 7, E, 2)
Codabar - active
Code 93 / Code 39 - active
Code 128 / EAN 128 – active 
Interleaved 2 of 5 – active                                        UPC / EAN - ISBN – active
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 \46\42\41\4A\01\24\41\52\41\5E\41\5A\41\4E\60                             \4C\49\01\60          

연속 모드                       트리거 스위치 모드

trigger activation - trigger not active (*)               active while trigger pressed, standby after good read (*)
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  \45\5D\00\60                                           \46\5D\46\5A\03\3F\46\4D\60
데이터 만 보내기                데이터 뒤에 ENTER 
postamble - RS-232 – none                        postamble - RS-232 - Carriage Return + Line Feed (*)
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  \45\54\3E\00\60                                        \45\54\3E\0D\3E\0A\60
데이터 뒤에 LF                 데이터 뒤에 CR 
postamble - RS-232 - Line Feed                    postamble - RS-232 - Carriage Return
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  \45\54\3E\0A\60                                        \45\54\3E\0D\60   

통신 속도
RS-232 - baud rate – 1200            RS-232 - baud rate - 2400              RS-232 - baud rate - 4800
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    \41\04\60                                  \41\05\60                                  \ 41\06\60

RS-232 - baud rate - 9600 (*)         RS-232 - baud rate - 19200             RS-232 - baud rate - 38400
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    \41\07\60                                 \41\08\60                                    \41\09\60
데이터 비트

RS-232 - data bits - 7 (*)              RS-232 - data bits - 8
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    \42\60                                     \43\60
패리티
RS-232 - parity - even (*)             RS-232 - parity – odd                  RS-232 - parity - none
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    \46\01\60                                \46\02\60                                    \46\00\60
정지 비트
RS-232 - stop bits – 1               RS-232 - stop bits - 2 (*)
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     \44\60                                  \45\60









도서 바코드 읽기
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